


Horizontal Wrapping Machine

Fully- and semi automatic solutions for bundling
and wrapping products




Model: Cyklop AT-S / ATA-A

Banding and spiral machines for a large variety of products
with different sizes and shapes.

All types of products can be wrapped from golden
mouldings, furniture of all kinds, wooden products, profiles
from alltypes of materials to large steel bundles: wooden or
metal panels, sandwich for buildings, insulation panels, etc.

The machines of series AT are equipped of free rollers
conveyors, at call covered in PVC, turn out flexible and
simple in their use: after the set of the product the
operator stars and controls the cycle with the to pedal. Al
the operations of winding, hooking and cutting the film
happen in automated way.

Model Film spool width A (mm) B (mm) C (mm)
AT 300 A/S 125 mm 1000 1530 2360 ™ @
250 mm 1000 1530 2500 W@
AT 600 A/S 125 mm 1350 1720 1600 %J :
250 mm 1350 1720 1700 °
AT 900 A/S 125 mm 1525 1830 1600 @ =
250 mm 1525 1830 1720 T —
500 mm 1525 1830 2080 Varable
AT 1200 A/S 125 mm 1900 2180 2260 |
250 mm 1900 2180 2400 ! = =
500 mm 1900 2180 2750
AT 1500 A/S 125 mm 2260 2450 2260
250 mm 2260 2450 2400
500 mm 2260 2450 2750
AT 1800 A/S 125 mm 2500 2550 2260
250 mm 2500 2550 2400
500 mm 2500 2550 2750
AT 2000 A/S 125 mm 2900 3140 2260
250 mm 2900 3140 2400
500 mm 2900 3140 2750

A=Automatic / S=Semi-Automatic

Constructed using the same structure of models AT-A,
regarding the semi automatic series BOX, can use stretch
film spool with @ outside of 250 mm and aavariable
height from 50 mm till 500 mm.

Regarding the models semi-automatic (AT-S) in series
AT-A the cycle is complete automated. The machine
of series AT-A are flexible and simple in their use.

Their employment can happen with or without the aid
of operator. In fact they are planned also being inserted
online completely automatic.

Structurally regarding the semi.automatic series, are

equipped of belt conveyors or rollers motorized, photocell

of survey of the product, vertical pressure pneumatic in

order to stabilize the product during the winding and
8 banding programs.




Technical Data

Model AT 300A/S AT 600 A/S AT 900 A/S AT 1200A/S AT 1500A/S AT 1800 A/S AT 2000 A/S

Rotation speed (turns/ 200/ 150 100/ 80 100/80/50 100/80/50 80/70/50 70 /60 /40 60/50/40
min)

Conveyor speed (m/min) 20/30 12/16 12/16/20 12/16/20 12/16/20 9/13/18 9/13/18
@ max film spool (mm) 250 250 250 250 250 250 250
Film width (mm) 125 125 125 125 125 125 125
250 250 250 250 250 250 250
500 500 500 500 500 500 500
Core diameter (mm) 76 76 76 76 76 76 76
Model AT 300 A AT 600 A AT 900 A AT 1200 A AT 1500 A AT 1800 A AT 2000 A
Installed power (kW) 1,5/1,5 11711 1,1/1,1 1,85/185/3 1,85/2,2/3 2,21313,75 3/3/3,75
Weight (kg) 400 400 500 800 1000 1300 1500
500 550 600 950 1200 1500 1700
750 1200 1400 1800 2000
Model AT 300 S AT 600 S AT 900 S AT 1200 S AT 1500 S AT 1800 S AT 2000 S
Installed power (kW) 1,1/1,1 0,75/0,75 0,75/0,75/22 11/1,1/22 1,1/15/22 1,5/2,213 15/2213
Weight (kg) 350 350 450 720 920 1150 1350
450 500 550 870 1120 1350 1550
700 1120 1320 1350 1850

A=Automatic / S=Semi-Automatic

Technical Properties 1800

- Rolling steel unit, high load capacity, 1700
wheels driven rotation unit 1600 /’// \\‘\

- Spool holder and gear roller with 1500 AN
mechanically adjustable clutch 1400 /' ‘\
(for constant film tensioning) 1300 — gy \

- Automatic hooking, cutting and 1200 / = ™ \
holding of the film 1100 / \\

- Automatic film spool positioning 1000 / \

- Number of wraps adjustable by key 900 4 \
board 800 / g N \

- Electronic variable speed of rotation 700
by potentiometer 600 / \

- Electronic variable speed of the belt >0 \ 1 A NEAY
by potentiometer 400 \ / \ /

- Std voltage: 220V 50 Hz N Py 7/
(other upon request) 100 NN [ \ /1 / /

- Air pressure in action: 6 bar 0 NAERNNANN JULA LV I/

- Keyboard with display for data entry 2922988858555858°8888888838S8°S

— OO X~O©InTF MmN — T ANMNFNON0DO —

8 programmes of different banding
with variables programmable by
keyboard

- Predisposed to insert the machine
in an automatic workingline

Diagram with the maximum dimensions for the passage of the product for wrapping machine model
Cyklop AT automatic and semi-automatic.

_ A A ; mms AT 300 - Diameter for passing 340 mm
Pneumatic vertical automatic — AT 600 - Diameter for passing P
pressure roller s AT 900 - Diameter for passing 910 mm

s AT 1200 - Diameter for passing 1220 mm
e AT 1500 - Diameter for passing 1550 mm

AT 1800 - Diameter for passing 1820 mm
AT 2000 - Diameter for passing 2020 mm



